AIRGRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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Fi gure A-382. MDonnell Douglas DC-8-55F, ACN PCN Curves
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ETL 1110-3-394

27 Sep 91
Adrcraft Manufacturer McDonnell Douglas
Afrcraft Engine Manufacturer Pratt and Whitney (JT3D-3E)
of Engines 4 Engine Rating 18,000 1b
i, T/0 We.  194.2 k-1b * Min, T/O Dist, @ Min. T/O Wt. 4,000 ft
* Min, T/O Dist. @ Min. T/O Wt. With Abort Dist. 1
Max. T/O Wt. Peace-Time  325.0 k-1b Max. T/0 Wt. War-Time 325.0 k-1b

* Min. 740 Disz. € Mar, T/0 Wt, War-Time 10,000 ft

* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. t

Min. Ldg. Wt. 238.0 k-1b Max. Ldg. Wt. 240.0 k-1b

* Min. Ldg., Dist. @ Min., Ldg. Wt. 6,050 ft

* Min. Ldg. Dist. @ Max. Ldg. Wt, 6,100 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN

Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very

High Medium Low Low High Medium Low Low

Weight A B C D A B C D
238 31 35 42 47 31 35 41 52
240 31 35 42 47 31 35 41 52
225 45 S3 62 6& 44 50 60 74

Fi gure A-383. MDonnell Douglas DC-8-6
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AIRCRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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27 Sep 91

Aircraft Manufacturer McDonnell Douglas

Adrcraft Engine Manufacturer Pratt and Whitney (JT3D-3B)

No. of Engines 4 Engine Rating 18,000 1b

Min. T/0 Wt. 187.6 k-1b * Min. T/O Dist., @ Min. T/0 Wt. 3,800 ft
* Min. T/0O Dist. @ Min. T/O Wt. With Abort Dist. 1

Max. T/O Wt. Peace-Time 328.0 k--1h Max., T/0 Wt., War-Time 328.0 k-1b

* Min. T/0O Dist. @ Max. T/O Wt. War-Time 10,100 ft

* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. 1
Min. Ldg. We. 248.0 k-1b Max. Ldg. Wt.  258.0 k-1b

* Min. Ldg. Dist. € Min. Ldg. Wt. 6,300 ft

* Min, Ldg. Dist. @ Max. Ldg. Wt. 6,500 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

R

ACN

Rigid Pavement Subgrades Flexible Pavement Subgrades

Ultra Very

High Medium Low Low High Medium Low Low
weipht A B C D A B C D
248 32 37 44 49 32 36 42 53
258 34 40 46 52 34 38 45 56
328 45 53 62 68 44 50 60 74

Fi gure A-385. McDonnell Dougl as DC- 8- 61F
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AIRCRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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27 Sep 91

Aircraft Manufacturer McDonnell Douglas

Aircraft Engine Manufacturer Pratt and Whitney (JT3D-3B)

No. of Engines 4 Engine Rating 18,000 1b

Min, T/O0 Wt. 187.0 k-1b * Min., T/0O Dist. @ Min. T/O Wt.

* Min. T/0 Dist. @ Min., T/0 Wt. With Abort Dist. 1

Max. T/O Wt. Peace-Time _350.0 k-1b Max. T/O Wt. War-Time 350.0 k-1b
* Min., T/O Dist. @ Max. T/0 Wt. War-Time 11,400 ft

* Min., T/0 Dist, @ Max. T/0 Wt. War-Time With Abort Dist. t

Min. Ldg. Wt. 209.6 k-1b Max. Ldg. Wt. 240.0 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. 5,400 ft

* Min, Ldg. Dist. @ Max. Ldg. Wt. 5,900 ft

* These distances are at 59°F, at sea level, with zero runway

gradient, and on a clean dry runway surface.

ACN

Rigid Pavement Subgrades Flexible Pavement Subgrades

Ultra Very

High Medium  Low Low High Medium Low Low
Weight A B C D A B C D
210 25 29 34 38 27 30 34 43
240 30 35 40 46 32 35 40 51
350 46 55 64 72 49 56 66 82

Fi gure A-387. MDonnell Douglas DC-8-62
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AERCRAFT/PAVEMENT CLASSIFiATION NUMBER (ACN/PCN)
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27 Sep 91
Aircraft Manufacturer McDonnell Douglas
Aircraft Engine Manufacturer Pratt and Whitney (JT3D-3B)

No. of Engines

4 Engine Rating 18,000 1b

Min. T/O Wt. 182.3 k-1b * Min. T/0 Dist. @ Min. T/0 Wt.

* Min., T/0 Dist., @ Min. T/0 Wt., With Abort Dist. 1

Max. T/C ¥r. Feace-Time 350,00 k-1b Max. T/O Wt., War-Time

* Min. T/0 Dist. @ Max. T/O Wt. War-Time 11,400 ft

350.0 k-1b

* Min. T/0 Dist. @ Max. T/0 Wt. War-Time With Abort Dist.

Min. Ldg. Wt. 244.6 k-1b Max. Ldg. Wt. 250.0. k~1b

# Min., Ldg. Dist. @ Min. Ldg. Wt. 6,000 ft

* Min. Ldg. Dist.

* These distances are at 59°F, at sea level, with zero runway

@ Max. Ldg. Wt. 6,100 fr

gradient, and on a clean dry runway surface.

Rigid Pavement Subgrades

ACN

Flexible Pavement Subgrades

Ultra Very

High Medium Low Low High Medium Low Low
Weight A B C D A B C D
245 30 36 42 47 32 36 42 53
250 31 36 43 48 33 37 43 54
350 46 55 64 72 49 56 66 82

Fi gure A-389. MDonnell Dougl as DC- 8- 62F
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27 Sep 91

Aircraft Manufacturer McDonnell Douglas

Aircraft Engine Manufacturer Pratt and Whitney (JT3D-3B)

No. of Engines 4 Engine Rating 18,000 1b

Min. T/O We. 202.4 k-1b * Min. T/O Dist. @ Min. T/0 Wt. 3,900 ft
* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. i

Max. T/O Wt. Peace-Time 355.0 k-1b Max., T/0 Wt. War-Time 355.0 k-1b

* Min, T/0 Dist. € Max. T/0 Wt. War-Time 11,800 ft

* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. T

Min. Ldg. Wt. 244.6 k-1b Max. Ldg. Wt. 258.0 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. 6,000 ft

* Min, Ldg. Dist. @ Max. Ldg. Wt. 6,250 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface,

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D
245 32 37 43 48 33 37 44 54
258 34 40 46 52 35 39 46 58
355 50 60 68 77 52 59 70 86

Fi gure A-391. McDonnell Douglas DC-8-63

410



AIRCRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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Alrcraft Manufacturer

Alrcraft Engine Manufacturer

McDonnell Douglas

Pratt and Whitney (JT3D-7)

No. of Engines 4 Engine Rating 19,000 1b
Min. T/0 Wt. 185,0 k=1b * Min., T/0 Dist. @ Min. T/O Wt.
* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. 1

Max. T/O Wt. Peace-Time

* Min., T/O Dist., @ Max,

* Min. T/O Dist. @ Max.

Min. Ldg. Wt.

275.0 k~1b

355.0 k-1b Max. T/O Wt. War-Time

T/0 Wt. War-Time 10,500 ft

355.0 k-1b

T/O Wt. War-Time With Abort Dist.

Max. Ldg. Wt. 275,0 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt.

* Min. Ldg. Dist. @ Max.

6,550 ft

Ldg. Wt. 6,550 ft

* These distances are at 59°F, at sea level, with zero runway

gradient, and

Rigid Pavement Subgrades

on a clean dry runway surface.

ACN

Flexible Pavement Subgrades

Ultra Very

High Medium Low Low High Medium Low Low
Weight A B C D A B C D
275 36 43 50 56 38 43 51 63
355 50 60 68 77 52 59 70 86

Fi gure A-393. MDonnel

Dougl as DC- 8- 63F
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AIRCRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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Aircraft Manufacturer McDonnell Douglas

Aircraft Engine Manufacturer CFM International (CFM 56-2-Cl)

No. of Engines 4 Engine Rating 22,000 1b

Min. T/O Wt. _205.8 k-1b * Min., T/O Dist. @ Min. T/O Wt. i

* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. t

Max. T/0 Wt. Peace-Time 325.0 k-1b Max. T/O Wt. War-Time 325.0 k-1b

* Min. T/0 Dist. @ Max. T/O Wt. War-Time 8,900 ft

* Min. T/0 Dist. @ Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 238.0 k-1b Max. Ldg. Wt.  240.0 k-1b
* Min. Ldg. Dist. @ Min. Ldg. Wt. 6,450 ft

* Min. Ldg. Dist. @ Max. Ldg. Wt. 6,500 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACH

Rigid Pavement Subgrades Flexible Pavement Subgrades

Ultra Very

High Medium Low Low High Medium Low Low
Weight A B C D A B C D
238 31 35 42 47 31 35 41 52
240 31 35 42 47 31 35 41 52
325 45 53 62 68 44 50 60 74

Fi gure A-395. McDonnell Douglas DC-8-71
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AIRCRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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Figure A-396. McDonnell Douglas DC-8-71, ACN PCN Curves
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Aircraft Manufacturer McDonnell Douglas

Aircraft Engine Manufacturer CFM International (CFM 56-2-Cl)

No. of Engines 4 Engine Rating 22,000 1b

Min. T/O Wt. 194.8 k~1b * Min. T/O Dist. @ Min. T/O Wt.

* Min. T/0 Dist. @ Min. T/O Wt. With Abort Dist. 1

Max. T/O Wt. Peace-Time 328.0 k-1b Max. T/0 Wt. War-Time 328.0 k-1b
* Min. T/O Dist. @ Max. T/O Wt. War~Time 9,050 ft

* Min. T/0 Dist. @ Max. T/0 Wt. War-Time With Abort Dist. i

Min. Ldg. Wt. 248.0 k-1b Max., Ldg. Wt. 258,0 k-1b

* Min. Ldg. Dist. €@ Min. Ldg. Wt. 6,700 ft

* Min. Ldg. Dist. @ Max. Ldg. Wt. 6,200 ft

* These distances are at 59°F, at sea level, with zero runway

gradient, and on a clean dry runway surface.

ACN

Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very

High Medium Low Low High Medium Low Low

Weight A B C D A B C D
248 32 37 44 49 32 36 42 53
258 34 40 46 52 34 38 45 56
328 45 53 62 68 44 50 60 74

Fi gure A-397. MDonnell Douglas DC- 8- 71F
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AIRCRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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27 Sep 91

Aircraft Manufacturer McDonnell Douglas

Aircraft Engine Manufacturer CFM International (CFM 56-2-Cl)

No. of Engines 4 Engine Rating 22,000 1b

Min. T/0 We. _196.9 k-1b * Min. T/0 Dist. @ Min. T/O Wt. T
* Miyg, T/0 Dist. @ Min. T/0 Wt. With Abort Dist. T

Max., T/0 Wt. Peace-Time 335.0 k-1b Max. T/0O Wt. War-Time 335.0 k-1b

* Min. T/0 Dist. @ Max. T/O Wt. War-Time 9,000 ft

* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. t
Min. Ldg. Wt. 209.6 k-1b Max. Ldg. Wt. _240.0 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. 5,400 ft

* Min, Ldg. Dist. @ Max. Ldg. Wt. 6,100 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D
210 25 29 34 38 27 30 34 43
240 30 35 40 46 32 35 40 51
335 L4 52 61 68 L6 53 63 78

Fi gure A-399. MDonnell Douglas DC-8-72
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AIRCRAFT/PAVEMENT CLASSIFICATION NUMBER (ACN/PCN)
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Fi gure A-400. McDonnell Douglas DC-8-72, ACN PCN Curves
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Aircraft Manufacturer McDonnell Douglas

Aircraft Engine Manufacturer CFM International (CFM 56-2-Cl1)

No. of Engines 4 Engine Rating 22,000 1b

Min. T/0 We.  183.9 k-1b * Min. T/O Dist. @ Min. T/0'Wt, T

* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. T

Max. T/0 Wt. Peace-Time  335.0 k-1b Max. T/0 Wt. War-Time 335-0 k-1b

* Min, T/O Dist. @ Max. T/O Wt. War-Time 9,000 ft

* Min, T/0 Dist. @ Max. T/0 Wt. War-Time With Abort Dist. i

Min. Ldg. Wt. 245.6 k-1b Max. Ldg. Wt, _250.0 k-1b

* Min, Ldg. Dist. @ Min. ldg. Wt. 6,150 ft

* Min. Ldg. Dist. @ Max. Ldg. Wt. 6,300 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN

Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very

High Medium Low Low High Medium Low Low

Weight A B C D A B C D
246 30 36 42 47 32 36 42 53
250 31 36 43 48 33 37 43 54
335 44 52 61 68 46 53 63 78

Fi gure A-401. McDonnell Dougl as DC- 8- 72F
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